BLICHMANN

ENGINEERING™

TOWHRE

Modular Contiler Stand

Operation, Assembly & Maintenance

Congratulations on your purchase, and thank you for selecting the TOWER LTE™ Modular Brewing Control
Stand from Blichmann Engineering™. We are confident that it will provide you years of service and many
gallons of outstanding beer. This manual will familiarize you with the assembly, operation, and maintenance
of the Tower LTE Modular Brewing Control Stand.

IMPORTANT

**** PLEASE READ THOROUGHLY PRIOR TO USE FOR IMPORTANT SAFETY INFO

Warning: Sections labeled “Warning” can lead to serious injury or death if not followed. Please read
these thoroughly and understand them completely before use. If you do not understand
them or have any questions, contact your retailer or Blichmann Engineering™
(www.BlichmannEngineering.com) before use. Do NOT at ANY time operate the product
until you have thoroughly read and understood these instructions!

Caution: Sections labeled “Caution” can lead to equipment damage or unsatisfactory performance of
the equipment. Please read these sections thoroughly. If you have any questions, contact
your retailer or Blichmann Engineering (www.BlichmannEngineering.com) before use.

Important:  Sections labeled “Important” are critical to the proper performance and life of the product.
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Assembly:

The Tower LTE Modular Brewing Control Stand is packaged unassembled to allow for more economical
shipping. A list of components included with your Tower LTE follows as well as the basic tools required for
assembly. Please carefully review the lists below to ensure you received all of the correct parts and have the

required tools prior to assembly.

Parts List:

Iltem/ Part Number

Base /
BE-000284-00

Lower Support /
BE-000285-00

Upper Support /
BE-000286-00

Controller Mounting
Plate /
BE-000287-00

GFCl Outlet Box with
Switch/
BE-000388-00

V4" Flat Washers
Stainless Steel

Y4"-20 x V2" Bolt Stainless
Steel

Required Tools:

/16" Wrench x 2

3/¢" Wrench

PTFE Thread Seal Tape

*RipTide““ Pump included with aTOP_Tower_LTE_P models only.
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Quantity Item/ Part Number

Temperature Sensor Fitting /
BE-000268-00

14"-20 Screw with Knob /
BE-000379-00

Y4"-20 Acorn Nuts Stainless
Steel

Rubber Foot /
BE-000376-00

#10-24 Acorn Nuts Stainless
Steel

#10-24 x 3/8" Pan Head
Screws Stainless Steel

RipTideE Pump

Y4"-20 x 2" Nut Stainless Steel

#2 Phillips
Screwdriver

Adjustable Wrench

Quantity



Step One:

Install the four rubber feet in the four holes in the |n||
base using with the supplied #10-24 acorn nuts. Be .y
sure to orient the rubber portion of the feet on the °
side of the base without threaded studs. Next, 5

install the lower support on the threaded studs of
the base indicated in Figure 1. Install and tighten
three of the ¥4"-20 acorn nuts and tighten. Last,
install the upper support in the lower support and
install and tighten the %4"-20 screw with knob as
shown in Figure 1.

é @ Figure 1
Step Two:

Install the GFCl outlet box with switch on the upper ]
support. Slide the outlet box bracket over the |
upper support and line up the hole in the bracket @D

with the holes in the upper support. Fasten the
bracket to the support with the supplied ¥4"-20 x
4" bolts and %4"-20 nuts.

Figure 2

Step Three:

Important:

Install the Tower of Power-™ brewing control
module on the controller mounting plate first
using four of the supplied #10-24 screws!

After the brewing control module is attached to
controller mounting plate, attach the mounting
plate to the upper support with the remaining
four #10-24 screws.

Figure 3
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Step Four:

Important:
Be sure to install the pump with the pump head on the
right-hand side of the Tower LTE assembly.

Install the pump with the supplied %4"-20 acorn nuts as
shown in Figure 4.

Figure 4
Step Five:

Important:

Remove the RipTide™ Pump head prior to installing the
Temperature Sensor Fitting.

Caution:

Apply two to three wraps of PTFE thread seal tape to the male
threads of the pump head outlet and install the Temperature
Sensor Fitting on the linear flow valve. Hand tighten the fitting
and use a wrench if necessary to orient the fitting as shown in
Figure 5. DO NOT OVER TIGHTEN the temperature sensor
fitting. Galling of stainless steel threads is not covered by your
warranty. Install the temperature sensor as described in the Tower of Power controller
manual.

Figure 5

Note:

If using March or Chugger pump we recommend using a valve on the pump (part#
aBall_valve MXF_12NPT)
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Note: F 1

If installing the RipTide™ to the Tower of Power™ LTE you will
need to cut the cord of the RipTide™ to 3 Feet. Strip the outer

cover 1.5” from the end to reveal 3 wires inside. Strip the green, —
white, and black wires 3/8” from the end. (Figure 5a) «‘

i y

Figure 5a

Step Six:

Warning:

Before proceeding, make certain that the Tower LTE Modular Controller Stand and its accessories are
unplugged and disconnected from any and all power sources! If you are unclear or uncomfortable with the
proceeding wiring instructions, contact a licensed and qualified electrician for assistance. Incorrectly wiring
the Tower LTE’s GFCI Outlet Box with Switch and RipTide™ Pump can result in personal property damage,
injury or death.

Remove the compression nut and seal from the cable gland as shown in Figure 6a. Remove the four screws,
shown in Figure 6a, from the outlet box with switch. Remove the outlet box cover with GFCl receptacle from
the Tower LTE assembly and allow it to hang.
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Figure 6a
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Slide the cable gland nut over the pump power cord and feed the power cord through the cable gland as
shown in Figure 6b. Locate the black, white, and green wires with attached wire nuts labeled “Pump Wires”.

Figure 6b

Remove the wire nuts and connect each wire of the pump power cord to the matching color pump wire by
twisting the conductors together clockwise. Reinstall the wire nuts to each pair of connected wires. See Figure
6¢C.

Clockwise
Connect pump power cord
wire to matching color pump
wire, twist conductors
clockwise and reinstall wire
nut.
J

Figure 6¢
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Tuck the connected wires back into the outlet box cover with GFCl receptacle. Reinstall the outlet box cover
with GFCl receptacle onto the Tower LTE assembly being sure no wires caught between mating parts. Reinstall
the four previously removed screws as shown in Figure 6d and reinstall the compression nut on the cable
gland. Tighten the compression nut such that the pump power cord cannot be readily pulled out of the GFCI
outlet box with switch.

Figure 6d

Optional Accessories
ChillerandBracket

Step One:

Install the chiller bracket with the two %4"-20 x 2" bolts and nuts as shown in Figure Acc-1.

Figure Acc-1
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Step Two:

Install the Therminator™ chiller to the Quick Release bracket and hook onto the mounting plate as shown in
Figure Acc-2.

Figure Acc-2
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